My Personal Minimums Checklist:  Your Name
· Ceiling/Visibility?
IFR:
##00 feet / # miles


VFR X-C: 
##00 feet / # miles.

RAFA VFR minimums (excluding special VFR)


Day:
1500 ft / 3 miles


Night:
2500 ft / 5 miles.

· Wind?
## knots crosswind component, ## knots max amplitude
· Approaches?
Precision:
ILS full panel.

Non-precision:
GPS, SDF, VOR full panel.

Radar:
PAR, ASR, GCA
· Currency?
Yes, with recent time in aircraft to be used.


Current terminal procedures & charts on board.

· Aircraft?
IFR: Dual nav/coms, vacuum & low vacuum warning light,


IFR-certified GPS or DME.
· Enroute?
No icing, stay VFR in areas of convection.
· Personal?
At least 7 hours of sleep.


NOTES:
Outlook briefing categories:
· IFR indicates ceilings < 1000 feet and/or visibility < 3 statute miles.

· MVFR indicates conditions in between.
· VFR indicates ceilings > 3000 feet and visibility > 5 statute miles.

1-2-3 rule when an Alternate airport must be filed:
· If at time of arrival +/- 1 hour,

· Ceiling <= 2000 feet,

· Visibility <= 3 miles.
Standard alternate approach minimums:

· Precision = 600 ft ceiling, 2 mile visibility.
· Non-precision = 800 ft ceiling, 2 mile visibility.[image: image1.png]


[image: image2.png]



� RAFA Standard Operating Procedures (SOP), 1 February 2003, Paragraph 3.8.2 Weather Minimums.
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